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ON 

§ (57) Abstract: The invention relates to a pulley device for vehicle window regulators. The invention comprises: a rotating pulley 
around which is wound an actuating cable which passes through a sheath; and a support element, on which the pulley is mounted, 
which is solidly connected to the end of the track and which is equipped with stop means for stopping the end of the sheath. According 
^? to the invention, the support element consists of a flat plate which is provided with a hole for mounting the aforementioned stop 
f^j means, said means comprising a tubular body which is fixed to the flat plate and which retains the end of the sheath therein. In 
addition, the tubular body comprises a lower extension which is designed to be inserted into the hole in the flat plate and which has 
a V section such as to prevent the tubular body from being released from the flat plate once it has been inserted in the hole. 
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Para codigos de dos letras y otras abreviaturas, vease la seccion 
"Guidance Notes on Codes and Abbreviations" que aparece al 
principio de cada numero regular de la Gaceta del PCT. 



(57) Resumen: Comprende una polea giratoria donde se enrolla un cable de accionamiento que discurre por el interior de una funda, 
y un elemento de soporte sobre el cual se monta dicha polea solidario del extremo del carril, y dotado de medfos de tope del extremo 
de la funda. Incluye una chapa plana con una abertura para el montaje de los medios de tope los cuales comprenden un cuerpo tubular 
fijado a la chapa plana en cuyo interior queda retenido el extremo de la funda. El cuerpo tubular tiene una prolongacidn inferior para 
insertarse en la abertura de la chapa plana que presenta una secci6n en V para impedir la liberaci6n del cuerpo tubular de la chapa 
plana una vez insertado en la abertura. 



